
A sealed turbulent flow path dripper that provides consistent and uniform 
performance at an economical price.

Features
Ÿ Colour coded bases for easy identification: 2 lph (Red), 4 lph (Black) & 8 lph 

(Green).
Ÿ Positive barb connection to suit 4 mm ID micro tube or direct connection to 

supply tubing.
Ÿ Constructed of UV stabilised plastic for long life.

Applications
Economical dripper for landscape, horticultural tree and row crops and vineyards.

Performance Chart

Description
Order
Code

Pack
Quantity

Packs per 
Carton

Carton
(kg)

2 lph BaseRed 30225 100 85 10.4

4 lph BaseGrey 30245 100 85 10.4

8 lph BaseGreen 30285 100 85 10.4

TMOrdering Information - Agri Drip  Classic

Dimensions Assembled UV Stabilised Material Base/Connection Type

HEIGHT       23 mm BASE       polypropylene INLET              barb 4 mm

DIAMETER       20 mm CAP        polypropylene OUTLET             spout 4 mm

WEIGHT (approx.)       1.3 g

Specifications

TMAgri Drip  Classic 
2 lph

TMAgri Drip  Classic 
4 lph

TMAgri Drip  Classic 
8 lph

Pressure (kPa)
Flow Rate (lph)

2 lph 4 lph 8 lph

50 1.4 3.0 6.0

75 1.7 3.6 7.4

100 2.0 4.1 8.4

125 2.2 4.6 9.3

150 2.4 5.0 10.2

MINIMUM FLOW PATH DIMENSION (mm) 0.9 x 0.7 1.3 x 0.8 1.8 x 1.1

Flow Rate
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